


DESCRIPTION

Curved Handle

Airflow Aditister

Fxtension Tubes

Floor Head

Crevice Tool for
hard to reach areas

Front Cover Lock

Carry |
Handl

Front Cover

Cord

Retractor
On/Off Switch
J Floor Head for Hard
~ Floor and carpet

Brush Tool for |
Hard to reach




IMPORTANT

Read this instruction booklet carefully before operation.

Before using the appliance, check that the mains power voltage
corresponds with the voltage shown on the rating plate.

Always remove the plug from the power socket when the appliance is not
in use and before carrying out any maintenance operations.

Always remove the plug from the power socket before opening the
appliance.

Do not use the appliance to vacuum liquids due to electric shock hazard.
Never leave the appliance unattended when it is switched on.

The appliance is not intended for use by young children or infirm persons
without supervision.

Young children should be supervised to ensure that they do not play with
the appliance.

This appliance is for domestic use only. Commercial use voids warranty.
Use as described in this instruction booklet.

Do not switch the appliance on if it appears to be faulty in any way.

For repairs or accessories contact the distributor on the contact details
outlined in the guarantee.
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ASSEMBLING THE VACUUM CLEANER

Always remove the plug from the power socket before fitting or
removing accessories

Fitting the Flexible Hose Button Sopkst
Insert the flexible hose into the hose socket o
on the front cover of the appliance. Press the

flexible hose into the hose socket until the W -

hose clicks into place. | J%&_‘

Hose connector
Removing the Flexible Hose

To remove the flexible hose, press the locking buttons on the base of either

side of the flexible hose to release the lock. Pull the flexible hose out of the
hose socket.

Fitting the Extension Tubes and Accessories

Attach the top end of the tube, to the curved Handle of A
the flexible hose. , ) \

Attach the second extension tube to the first one.

Attach the preferred cleaning accessory to the
End of the steel chrome plated telescoping tube.

Removing the Extension Tubes and Accessories

To remove the extension tubes and accessories, hold each piece tightly and
pull firmly apart.

OPERATION METHOD

1. Unwind the length of power cord required and insert the
plug into the power socket. A YELLOW mark on the
power cord indicates the ideal cable length. Do no
extend the power cord beyond the RED mark.




2. Press the On/Off Switch Pedal to switch the appliance ON. It is advisable
to slide the power regulator to MIN before switching the appliance on.

3. Adjust the Suction control knob to control the
suction. The suction will be reduced with a larger air
opening.

Choose a suitable suction according to the surface to be cleaned:
For Carpets - you will need Maximum suction.

For Hard Floors - you will need Maximum to Medium suction.

For Curtains or Sofas — you will need Medium to Minimum suction.

Retracting Cord
To rewind the power cord, first unplug it from the
power point then press on the cord rewinding pedal.

CAUTION: Cord retracts very quickly. Take care to avoid injury.

Using the Cleaning Accessories
e Dual position carpet / floor brush
Position 1: Bristles extended Position 2: Bristles retracted
- For hard floors - For carpets

e Brush and Nozzle
For cleaning radiators, corners edges, drawers, curtains shelves, books,
inlaid furniture, lamps and other delicate objects.
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EMPTYING & CLEANING THE DUST CONTAINER AND CLOTH

FILTER

1 Push the lock release button to release the front cover (dust container).

2 Remove the Cloth Filter.

3 Empty the Dust/Rubbish Container

4 To Clean the Cloth Filter just Wash it under running water.

Caution: Make sure the filter is completely dry before reinstalling it back in
the vacuum cleaner.



